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EXECUTIVE SUMMARY 

As technological advancements in materials processing continue to unfold, the commercial 
aviation industry is finding new ways to improve comfort and reduce weight.  Historically, the 
most cost-effective means of meeting the Federal Aviation Administration (FAA) flammability 
requirements for aircraft seating, in particular burn length and weight percentage loss, has been 
to use a polyurethane foam encapsulated in a fire-blocking material and an outer dress cover.  
However, with the introduction of newer materials and concepts, the aircraft seat manufacturers 
are capable of achieving the same level of comfort as the traditional polyurethane seat, but with 
considerable weight savings.  Because of the substantial difference in weight between the new 
materials and traditional materials, the applicability of the FAA performance requirements has 
been questioned.  Although the new foam cushion seating materials are often as fire-resistant as 
traditional polyurethane foam, these lighter materials may be unfairly judged based on the weight 
loss criteria, which was originally based on heavier, polyurethane foam in conjunction with fire-
blocking materials.  For example, at 10% weight loss, a traditional 5-pound seat may lose up to 
0.5 pound of mass, while a new generation seat weighing only 3 pounds would far exceed the 
weight loss criteria by losing the identical 0.5 pound (16.67% weight loss).  This study was 
undertaken to determine if the lighter seat foam materials that do not meet the weight loss criteria 
are more or less hazardous than traditional seats under realistic cabin fire test conditions. 
 
Tests were conducted using a full-scale, narrow-body test article adjacent to a fuel pan fire, 
which simulated a realistic postcrash cabin fire scenario.  Initial tests using seats comprised of 
urethane foam encapsulated in a fire-blocking barrier were run to establish baseline results, 
followed by tests using four types of lightweight seat material.  Results indicated that several of 
the lightweight seat materials that failed the current weight loss criteria specified in Title 14 
Code of Federal Regulations Part 25.853(c) Appendix F Part II did not result in greater fire 
hazards than the baseline materials when tested under realistic full-scale conditions.  
Consequently, a conservative adjustment to the current weight loss criteria was developed to 
allow the use of very lightweight seat cushion materials that exhibit acceptable fire performance. 
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1.  INTRODUCTION. 

1.1  PURPOSE. 

The purpose of this report is to summarize the findings of laboratory- and full-scale flammability 
tests in which various new seat cushion materials of lightweight construction were compared to 
traditional fire-blocked urethane foam materials.  Three independent seat manufacturers supplied 
four sets of lightweight seat cushion test samples according to the specification in Title 14 Code 
of Federal Regulations Part 25.853 (c) Appendix F Part II (herein referred to as Appendix F Part 
II).  The tests were run to determine if seat materials that exceed the current laboratory-scale, 
weight loss criteria performed better or worse than standard materials under realistic full-scale 
conditions.  In addition, if it was determined that the full-scale fire hazards were less than the 
levels generated by traditional fire-blocked seats, then new laboratory test criteria would be 
developed for the lightweight seat cushion materials. 
 
1.2  BACKGROUND. 

The current fire test standard for aircraft seating materials described in Appendix F Part II was 
implemented in 1987, affecting all transport category aircraft having 20 seats or greater.  The 
standard consists of a laboratory test in which a mock-up seat cushion is exposed to an intense 
1800oF oil-fired burner flame for a period of 2 minutes.  The test method was based on the 
results of realistic full-scale tests that used a mock-up, wide-body cabin fuselage adjacent to a 
fuel pan fire, which simulated a postcrash cabin fire [1, 2, and 3].  There are two main criteria for 
acceptance of the seat material: burn length and percentage weight loss.  The burn length 
requirement specifies a maximum of 17 inches across any face of the 18-inch-wide bottom or 
back cushion surfaces.  In addition, the percentage weight loss of the cushions must not exceed 
10%, which is calculated by measuring the before- and after-test weights, and dividing the 
difference by the before-test weight, expressed as a percentage.  Historically, the airframe and 
seat manufacturers have met these performance requirements by using urethane foam 
encapsulated in a thin, fire-resistant blocking material that prevents or minimizes the amount of 
urethane foam that becomes involved during a fire.  Many blocking- and outer-dress cover 
materials are capable of meeting these performance criteria, with final selection depending on 
other factors such as weight, durability, and expense.  In recent years, foam cushions have been 
developed and employed that meet the weight loss criteria without the need for a fire-blocking 
layer. 
 
Federal Aviation Administration (FAA) flammability requirements are based on the available 
materials and technology during the time period in which they are being developed.  In the case 
of aircraft seating, the FAA test method was established using seats composed of urethane foam 
with a fire-blocking layer, which is still the most widely used seat material combination in the 
commercial aviation industry today.  However, recent technological advancements in materials 
manufacturing have provided the aircraft seating industry with an array of materials that are 
much lighter than the traditional combination of urethane foam and fire-blocking layer, yet they 
can perform similarly in terms of fire resistance.  As a result, a number of new, very lightweight 
seat concepts have emerged, which have the potential to supplant traditional seat materials. 
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As technological advancements are made in the field of commercial aviation, the FAA is often 
tasked to conduct research to review the applicability of the regulations to reflect the changing 
times.  The International Aircraft Materials Fire Test Working Group was chartered in 1989 to 
work jointly with the aerospace community on these types of issues as they relate to the fire 
testing and certification of commercial transport aircraft interior materials [4].  The working 
group is chaired and administered by the Fire Safety Branch at the FAA William J. Hughes 
Technical Center.  Among other things, the working group meets three times a year to 
investigate new problems that exist with current FAA test methods.  The subject of the 
applicability of the current weight loss criteria for seat materials was originally discussed at a 
working group meeting in June 2002.  Under consideration is whether the new generation of very 
lightweight materials will necessitate an adjustment of the FAA-mandated weight loss 
acceptance criteria, since they typically exceed the maximum 10% weight loss due to their 
lightweight construction.  Although many of the new lightweight materials are as fire-resistant as 
traditional ones, the manufacturers claim the lighter materials are unfairly susceptible to the 
current weight loss criteria, which was originally based on heavier, urethane foam and fire-
blocking materials.  At 10% weight loss, a traditional 5-pound seat can lose up to 0.5 pound of 
mass, and a new generation seat weighing only 3 pounds will exceed the weight loss criteria by 
losing the same 0.5 pound (16.67% weight loss).  The seat manufacturers contend that, although 
the lighter materials do not meet the weight loss criteria, they are no more flammable than a 
traditional seat under actual cabin fire conditions.  As a result of the manufacturers’ perspective, 
the FAA decided to open more formal discussions on the applicability of the original weight loss 
criteria to very lightweight seat cushions. 
 
During the June 2002 working group meeting in Toulouse, France, the FAA agreed in principle 
to evaluate the performance of lightweight seat materials under realistic full-scale conditions.  
This decision was based on one manufacturer’s request to review their specific lightweight 
seating material.  The FAA initially advised the prospective applicant and working group 
meeting participants that a laboratory and accompanying full-scale test could be run on a specific 
material combination, allowing the possibility of a weight loss exemption based on the full-scale 
results.  However, it was not the intent of the FAA to continually run full-scale tests every time a 
newer, lighter material became available. 
 
Consequently, during the subsequent October 2002 working group meeting in Ottawa, the 
interested parties proposed a more general investigation of the suitability of the current weight 
loss criteria.  The FAA agreed to conduct tests to evaluate the applicability of the current weight 
loss criteria rather than to evaluate a specific manufacturer’s exact material configuration, and 
manufacturers were invited to participate in the research and submit cushion sets (back and 
bottom) for evaluation.  Moreover, manufacturers were encouraged to submit more than one type 
of design configuration to make the assessment more comprehensive.   
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2.  DISCUSSION. 

To substantiate claims that some lightweight seat materials can be as fire-resistant as traditional 
materials, a series of laboratory tests were conducted in accordance with the fire test standard for 
seat materials, described in Appendix F Part II.  Tests were performed on a traditional urethane 
foam, fire-blocked set of cushions to establish baseline data and on the various combinations of 
seat materials that were supplied by the manufacturers and classified as lightweight.  Lightweight 
materials that exceeded the 10% weight loss criteria, but met the burn length requirements, were 
eligible for a full-scale test evaluation.  During the full-scale evaluation, the identical materials 
were tested under more realistic conditions that were representative of an actual cabin fire during 
an accident. 
 
Three manufacturers participated in the tests.  Each manufacturer supplied 18 complete sets 
(back and bottom) of test cushions for each particular material configuration.  Six sets were 
randomly chosen for the laboratory-scale (oil burner) test, and the remaining 12 sets were used 
for the full-scale test, if they met the burn length requirement but exceeded the weight loss 
criteria.  Since one of the manufacturers supplied two complete sets of dissimilar configurations, 
a total of four lightweight systems were evaluated.  The geometry of each test cushion was 
identical to that specified by the FAA certification test; i.e., the seat cushion back specimen 
measured 25 by 18 by 2 inches and the bottom specimen measured 20 by 18 by 4 inches. 
 
3.  LABORATORY-SCALE TESTS. 

During the initial baseline test, a set of fire-blocked urethane foam cushions was fabricated with 
fire-retardant foam encapsulated in a polybenzimidazole (PBI) felt.  The PBI felt had a weight 
per area of 290 g/m2, and the assembly was finished with a 90% wool, 10% polyamide (nylon) 
dress cover.  The foam density was calculated at 2.7 pounds per cubic foot, which resulted in a 
total assembly weight of approximately 5.33 pounds for the completed set of cushions (bottom 
and back).  Six tests were run on this combination, which resulted in an average weight loss of 
7.96% (table 1). 
 
Since it was extremely difficult to obtain an accurate measurement of the posttest weight of the 
individual cushion components, the percent weight loss was not calculated individually for the 
cushion and the cover, but rather as an assembly only. 
 
Similar tests were conducted on all lightweight cushions submitted, with each configuration 
tested six times.  All lightweight configurations met the burn length requirement, yet failed the 
weight loss criteria, making them all eligible for full-scale tests (tables 2 through 5).  The test 
results from all lightweight materials are also displayed graphically in figures 1 through 4.  None 
of the lightweight configurations used a blocking layer, and all used wool/polyamide dress 
covers in the range of 375 to 380 g/m2. 
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Table 1.  Laboratory Test Results of Baseline Seat Cushion 
 

Test 
Number Item 

Initial 
Weight 

(lb) 

Initial 
Weight 

(g) 

Final 
Weight 

(lb) 

Final 
Weight 

(g) 

Weight 
Loss 
 (%) 

Bottom Cushion 2.25 1020.6 NR NR NC 
Bottom Dress Cover 0.75 340.2 NR NR NC 
Back Cushion 1.48 671.3 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 1* 

Total 5.26 2385.9 4.94 2242.1 6.03 
Bottom Cushion 2.25 1020.6 NR NR NC 
Bottom Dress Cover 0.75 340.2 NR NR NC 
Back Cushion 1.48 671.3 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 2* 

Total 5.26 2385.9 4.81 2182.2 8.54 
Bottom Cushion 2.25 1020.6 NR NR NC 
Bottom Dress Cover 0.75 340.2 NR NR NC 
Back Cushion 1.48 671.3 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 3* 

Total 5.26 2385.9 4.73 2146.4 10.04 
Bottom Cushion 2.19 993.4 NR NR NC 
Bottom Dress Cover 0.72 326.6 NR NR NC 
Back Cushion 1.47 666.8 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 4** 

Total 5.16 2340.5 4.75 2154.6 7.95 
Bottom Cushion 2.19 993.4 NR NR NC 
Bottom Dress Cover 0.72 326.6 NR NR NC 
Back Cushion 2.08 943.5 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 5** 

Total 5.77 2617.2 5.35 2426.7 7.28 
Bottom Cushion 2.21 1002.4 NR NR NC 
Bottom Dress Cover 0.80 362.9 NR NR NC 
Back Cushion 1.50 680.4 NR NR NC 
Back Dress Cover 0.78 353.8 NR NR NC 

Set 6** 

Total 5.29 2399.5 4.87 2209.0 7.94 
Bottom Cushion % Weight Loss Average NC 
Bottom Dress Cover % Weight Loss Average NC 
Back Cushion % Weight Loss Average NC 
Back Dress Cover % Weight Loss Average NC 

Average 

Total % Weight Loss Average 7.96 
 

* Seam facing towards the fire 
**Seam facing away from fire 
NR - Not Recorded 
NC - Not Calculated 
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Table 2.  Laboratory Test Results of Lightweight Seat Cushion A 
 

Test 
Number Item 

Initial 
Weight 

(lb) 

Initial 
Weight 

(g) 

Final 
Weight 

(lb) 

Final 
Weight 

(g) 

Weight 
Loss  
(%) 

Bottom Cushion 2/18 0.55 250.1 0.49 221.2 11.56 
Bottom Dress Cover 2/18 0.71 323.0 0.54 243.1 24.74 
Back Cushion 3/18 0.42 190.1 0.42 190.1 0.00 
Back Dress Cover 3/18 0.77 349.0 0.63 284.6 18.45 

Set 1* 

Total 2.45 1112.2 2.07 939.0 15.54 
Bottom Cushion 11/18 0.54 244.1 0.47 211.1 13.52 
Bottom Dress Cover 11/18 0.69 315.0 0.52 235.0 25.40 
Back Cushion 6/18 0.41 184.5 0.41 184.3 0.11 
Back Dress Cover 6/18 0.75 340.4 0.62 281.3 17.36 

Set 2* 

Total 2.39 1084.0 2.01 911.7 15.90 
Bottom Cushion 10/18 0.54 244.0 0.49 220.0 9.84 
Bottom Dress Cover 10/18 0.69 315.1 0.50 226.7 28.05 
Back Cushion 7/18 0.41 184.5 0.41 184.1 0.22 
Back Dress Cover 7/18 0.75 340.4 0.57 258.3 24.12 

Set 3* 

Total 2.39 1084.0 1.96 889.1 17.99 
Bottom Cushion 7/18 0.54 245.0 0.44 197.6 19.35 
Bottom Dress Cover 7/18 0.70 316.4 0.42 191.6 39.44 
Back Cushion 5/18 0.41 185.3 0.35 160.4 13.44 
Back Dress Cover 5/18 0.75 341.9 0.59 269.7 21.12 

Set 4** 

Total 2.40 1088.6 1.81 819.3 24.71 
Bottom Cushion 4/18 0.54 245.9 0.50 228.3 7.16 
Bottom Dress Cover 4/18 0.70 317.5 0.49 223.0 29.76 
Back Cushion 2/18 0.41 185.9 0.40 181.1 2.58 
Back Dress Cover 2/18 0.76 343.0 0.59 265.8 22.51 

Set 5** 

Total 2.41 1092.3 1.98 898.2 17.84 
Bottom Cushion 6/18 0.54 245.0 0.48 215.8 11.92 
Bottom Dress Cover 6/18 0.70 316.5 0.49 221.2 30.11 
Back Cushion 4/18 0.41 185.5 0.41 185.5 0.00 
Back Dress Cover 4/18 0.75 342.0 0.64 291.0 14.91 

Set 6** 

Total 2.40 1089.0 2.02 913.5 16.04 
Bottom Cushion % Weight Loss Average 12.22 
Bottom Dress Cover % Weight Loss Average 29.58 
Back Cushion % Weight Loss Average 2.72 
Back Dress Cover % Weight Loss Average 19.75 

Average 

Total % Weight Loss Average 18.00 
  

* Wear fabric surface facing away from fire 
**Wear fabric surface facing towards fire 
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Table 3.  Laboratory Test Results of Lightweight Seat Cushion B 
 

Test 
Number Item 

Initial 
Weight 

(lb) 

Initial 
Weight 

(g) 

Final 
Weight 
(lb)*** 

Final 
Weight 

(g) 

Weight 
Loss 
(%) 

Bottom Cushion 1.86 842.4 1.45 656.2 22.10 
Bottom Dress Cover 0.74 333.4 0.52 236.3 29.12 
Back Cushion 1.19 539.6 0.97 438.3 18.77 
Back Dress Cover 0.78 353.1 0.72 326.8 7.45 

Set 1* 

Total 4.56 2068.5 4.06 1657.6 10.96 
Bottom Cushion 1.83 829.3 1.43 647.9 21.87 
Bottom Dress Cover 0.74 333.9 0.53 242.0 27.52 
Back Cushion 1.18 534.4 1.02 463.1 13.34 
Back Dress Cover 0.78 355.4 0.72 324.9 8.58 

Set 2* 

Total 4.54 2053.0 4.01 1677.9 11.67 
Bottom Cushion 1.83 832.1 1.46 662.7 20.36 
Bottom Dress Cover 0.74 334.4 0.50 228.0 31.82 
Back Cushion 1.15 520.5 0.98 443.1 14.87 
Back Dress Cover 0.78 354.5 0.62 279.0 21.30 

Set 3* 

Total 4.50 2041.5 3.98 1612.8 11.56 
Bottom Cushion 1.86 844.0 1.50 680.6 19.36 
Bottom Dress Cover 0.74 336.2 0.57 259.2 22.90 
Back Cushion 1.15 523.5 0.93 422.9 19.22 
Back Dress Cover 0.78 353.6 0.67 305.3 13.66 

Set 4** 

Total 4.55 2057.3 3.98 1668.0 12.53 
Bottom Cushion 1.86 842.7 1.48 671.1 20.36 
Bottom Dress Cover 0.74 333.6 0.56 251.9 24.49 
Back Cushion 1.18 535.9 0.94 425.3 20.64 
Back Dress Cover 0.78 354.2 0.68 307.3 13.24 

Set 5** 

Total 4.58 2066.4 4.02 1655.6 12.23 
Bottom Cushion 1.83 828.9 1.41 640.8 22.69 
Bottom Dress Cover 0.74 333.8 0.52 237.8 28.76 
Back Cushion 1.17 530.5 0.92 417.3 21.34 
Back Dress Cover 0.78 354.7 0.67 303.7 14.38 

Set 6** 

Total 4.52 2047.9 3.90 1599.6 13.72 
Bottom Cushion % Weight Loss Average 21.13 
Bottom Dress Cover % Weight Loss Average 27.44 
Back Cushion % Weight Loss Average 18.03 
Back Dress Cover % Weight Loss Average 13.10 

Average 

Total % Weight Loss Average 12.11 
  

* Wear fabric surface facing away from fire 
**Wear fabric surface facing towards fire 
***Measured final weight does not typically equal the sum of the individual components, since 

some of the burned materials fall away prior to measurement.   
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Table 4.  Laboratory Test Results of Lightweight Seat Cushion C 
 

Test 
Number Item 

Initial 
Weight 

(lb) 

Initial 
Weight 

(g) 

Final 
Weight 

(lb) 

Final 
Weight 

(g) 

Weight 
Loss 
(%) 

Bottom Cushion 1.48 670.0 1.14 517.1 22.82 
Bottom Dress Cover 0.56 255.0 0.42 190.5 25.29 
Back Cushion 1.05 475.0 0.96 435.4 8.33 
Back Dress Cover 0.60 270.0 0.55 249.5 7.60 

Set 1* 

Total 3.68 1670.0 3.07 1392.5 16.62 
Bottom Cushion 1.46 660.0 1.26 571.5 13.41 
Bottom Dress Cover 0.55 250.0 0.43 195.0 21.98 
Back Cushion 1.06 480.0 1.00 453.6 5.50 
Back Dress Cover 0.57 260.0 0.54 244.9 5.79 

Set 2** 

Total 3.64 1650.0 3.23 1465.1 11.21 
Bottom Cushion 1.46 660.0 1.29 585.1 11.34 
Bottom Dress Cover 0.54 245.0 0.45 204.1 16.69 
Back Cushion 1.06 480.0 0.99 449.1 6.45 
Back Dress Cover 0.60 270.0 0.55 249.5 7.60 

Set 3* 

Total 3.65 1655.0 3.28 1487.8 10.10 
Bottom Cushion 1.46 660.0 1.25 567.0 14.09 
Bottom Dress Cover 0.54 245.0 0.42 190.5 22.24 
Back Cushion 0.95 430.0 0.90 408.2 5.06 
Back Dress Cover 0.57 260.0 0.53 240.4 7.54 

Set 4* 

Total 3.52 1595.0 3.10 1406.1 11.84 
Bottom Cushion 1.42 645.0 1.24 562.5 12.80 
Bottom Dress Cover 0.55 250.0 0.42 190.5 23.80 
Back Cushion 1.05 475.0 1.00 453.6 4.51 
Back Dress Cover 0.58 265.0 0.55 249.5 5.86 

Set 5* 

Total 3.60 1635.0 3.21 1456.0 10.95 
Bottom Cushion 1.44 655.0 1.24 562.5 14.13 
Bottom Dress Cover 0.55 250.0 0.44 199.6 20.17 
Back Cushion 1.03 465.0 1.00 453.6 2.45 
Back Dress Cover 0.58 265.0 0.53 240.4 9.28 

Set 6* 

Total 3.60 1635.0 3.21 1456.0 10.95 
Bottom Cushion % Weight Loss Average 14.77 
Bottom Dress Cover % Weight Loss Average 21.69 
Back Cushion % Weight Loss Average 5.38 
Back Dress Cover % Weight Loss Average 7.28 

Average 

Total % Weight Loss Average 11.94 
 

*Blue cotton fabric surface facing away from fire 
**Blue cotton fabric surface facing towards fire on back cushion only 
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Table 5.  Laboratory Test Results of Lightweight Seat Cushion D 
 

Test 
Number Item 

Initial 
Weight 

(lb) 

Initial 
Weight 

(g) 

Final 
Weight 

(lb) 

Final 
Weight 

(g) 

Weight 
Loss 
(%) 

Bottom Cushion 1.01 460.0 0.86 390.1 15.20 
Bottom Dress Cover 0.55 250.0 0.42 190.5 23.80 
Back Cushion 0.80 365.0 0.76 344.7 5.55 
Back Dress Cover 0.60 270.0 0.53 240.4 10.96 

Set 1 

Total 2.97 1345.0 2.57 1165.7 13.33 
Bottom Cushion 0.98 445.0 0.82 371.9 16.42 
Bottom Dress Cover 0.55 250.0 0.41 186.0 25.61 
Back Cushion 0.79 360.0 0.75 340.2 5.50 
Back Dress Cover 0.58 265.0 0.54 244.9 7.57 

Set 2 

Total 2.91 1320.0 2.52 1143.0 13.41 
Bottom Cushion 0.99 450.0 0.83 376.5 16.34 
Bottom Dress Cover 0.54 245.0 0.40 181.4 25.94 
Back Cushion 0.83 375.0 0.78 353.8 5.65 
Back Dress Cover 0.58 265.0 0.53 240.4 9.28 

Set 3 

Total 2.94 1335.0 2.54 1152.1 13.70 
Bottom Cushion 0.99 450.0 0.84 381.0 15.33 
Bottom Dress Cover 0.54 245.0 0.40 181.4 25.94 
Back Cushion 0.83 375.0 0.78 353.8 5.65 
Back Dress Cover 0.58 265.0 0.52 235.9 10.99 

Set 4 

Total 2.94 1335.0 2.54 1152.1 13.70 
Bottom Cushion 1.00 455.0 0.83 376.5 17.26 
Bottom Dress Cover 0.56 255.0 0.40 181.4 28.85 
Back Cushion 0.83 375.0 0.80 362.9 3.23 
Back Dress Cover 0.57 260.0 0.55 249.5 4.05 

Set 5 

Total 2.97 1345.0 2.58 1170.3 12.99 
Bottom Cushion 0.99 450.0 0.85 385.6 14.32 
Bottom Dress Cover 0.55 250.0 0.41 186.0 25.61 
Back Cushion 0.84 380.0 0.78 353.8 6.89 
Back Dress Cover 0.58 265.0 0.53 240.4 9.28 

Set 6 

Total 2.97 1345.0 2.57 1165.7 13.33 
Bottom Cushion % Weight Loss Average 15.81 
Bottom Dress Cover % Weight Loss Average 25.96 
Back Cushion % Weight Loss Average 5.42 
Back Dress Cover % Weight Loss Average 8.69 

Average 

Total % Weight Loss Average 13.41 
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Figure 1.  Laboratory Test Results of Lightweight Seat Cushion A 
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Figure 2.  Laboratory Test Results of Lightweight Seat Cushion B 
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Figure 3.  Laboratory Test Results of Lightweight Seat Cushion C 
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Figure 4.  Laboratory Test Results of Lightweight Seat Cushion D 
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4.  ANALYSIS OF LABORATORY-SCALE TESTS. 

As shown in tables 2 through 5, all lightweight configurations clearly exceeded the 10% 
maximum allowable weight loss, with values ranging from 11.94% to 18.00%, compared to the 
traditional fire-blocked urethane configuration, which produced a weight loss of only 7.96%.  Of 
interest is that the heaviest of the lightweight configurations (lightweight B, 4.55 lb) yielded only 
12.11% weight loss, nearly the lowest of the four, and the lightest configuration (lightweight A, 
2.4 lb) yielded the highest weight loss of 18.00%.  This tends to support the manufacturers’ 
initial claim that the lighter the cushion weight, the more biased the current requirement is. 
 
As shown in figure 5, the bottom dress cover yielded a higher percentage of weight loss than the 
bottom cushion (foam) for all four lightweight configurations.  Similarly, lightweight 
configurations A, C, and D also yielded higher percentages of weight loss for the back dress 
cover compared to the back cushion.  This is noteworthy, indicating that in most cases the 
cushion material did not burn nearly as much as the dress cover, with the exception of 
lightweight configuration B.  This evidence would also tend to support the manufacturers’ claims 
that the lighter foam cushion has no more impact on the spread of fire than a heavier foam, but 
the full-scale tests would offer a more accurate assessment of this theory. 
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Figure 5.  Laboratory Test Comparison of Lightweight Seats (6 Test Average) 
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